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THIEL Architectural Loudspeakers provide stunning
performance for an unparalleled musical experience.

PowerPoint® 1.2 DewPoint™ PowerPlane® 1.2 &

. H ®
Front/center/surround Weather resistant HigherPlane® 1.2
on-wall/ceiling loudspeaker outdoor loudspeaker Front/center/surround
This one-of-a-kind product provides all the THIEL moves outdoors with the addition In-wall/ceiling loudspeakers
room-filling sonic performance of a great of the DewPoint outdoor loudspeaker.
floor-standing speaker without occupying The DewPoint combines THIEL's Never doubt that great sound can be yours
any floor space. The award-winning remarkable Coherent Source® time and even when space is a limitation. The in-wall
PowerPoint 1.2, unlike traditional ceiling phase technology with the all-aluminum, PowerPlane 1.2 and in-ceiling HigherPlane
speakers, fills the room from one end to weather resistant enclosure in the teardrop 1.2 provide the most realistic sound possible
the other with realistic, three-dimensional shape design of its indoor counterpart, from the smallest places. Unlike conventional
sound. Utilizing all the advanced engineering the PowerPoint 1.2, to bring a new level in-wall and in-ceiling speakers, the 2-way,
features of our best floor-standing models, of performance to a speaker category that aluminum cabinet PowerPlane and
the solid aluminum enclosure PowerPoint 1.2 usually compromises sonics for usability. HigherPlane’s coaxial/coplanar drivers ensure
provides unsurpassed clarity and dynamics that you will hear realistic, natural sound,
and a unique solution for difficult rooms. regardless of placement or listener position.

Bandwidth: 75 Hz-20 kHz (-3 dB)

Bandwidth: 75 Hz-20 kHz (-3 dB) Bandwidth: 75 Hz-20 kHz (-3 dB) Amplitude Response: 75 Hz-20 kHz +3 dB
Amplitude Response: 75 Hz-20 kHz +3 dB Amplitude Response: 75 Hz-20 kHz +3 dB Sensitivity: 89 dB @ 2.8 V-Tm
Sensitivity: 89 dB @ 2.8 V-1m Sensitivity: 89 dB @ 2.8 V-Tm Impedance: 4 ohms (3 ohms min.)
Impedance: 4 ohms (3 ohms min.) Impedance: 4 ohms (3 ohms min.) Recommended Power: 30-200 watts
Recommended Power: 30-200 watts Recommended Power: 30-200 watts PowerPlane: 15.25 w x 4 d x 9 h inches, 9 Ibs
21 wx 6.5dx 12 hinches, 16 pounds 21 wx 6.5dx 12 hinches, 16 pounds HigherPlane: 11 diameter x 6.75 deep inches, 8 Ibs

Engineering brilliance and
unwavering passion

THIEL loudspeakers are world-renowned for their high
performance sound, innovative engineering, and exquisite
craftsmanship. To meet the demands of today's lifestyle needs
while delivering the ultimate musical experience, THIEL designs
architectural speakers that bring you all of the emotional impact
and spectacular sound of movies as well as deliver extraordinarily
lifelike music to every room in your home. From the innovative,
award-winning PowerPoint 1.2 surface-mount loudspeaker
N and its outdoor version,
the DewPoint, to the in-
wall PowerPlane 1.2 and
in-ceiling HigherPlane 1.2,
there is a THIEL Coherent
Source® loudspeaker that
will deliver the ultimate in

realism for your favorite

music and movies.
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